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ZYPHO iZi BATHTUB

Zypho® iZi Bathtub is compatible with all bathtubs with standard 52
diameter hole, preventing odours from rising with its 50mm water
guard. Innovative properties like extra filter capacity + adjustable feet +
double wall coil according EN 1717 + improved comfort during assem-
bly and cleaning, gives absolute security to the installation, both for the
installer and the user

Easy
toinstall

Easyto Up to 407%
clean energy efficiency

Legionella free

High performance
filters

Syears
warranty

No Power
No Batteries.
No Wires

Over 15 000 installations
around the world
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Cable valve control

Telescopic overflow tube
——— Standard length: 650 mm

(for other lenght please ask)

Standard 52 ABS chromed cover

High perfomance filter

Gunmetal Output M1/2" Connector PVC F40/M50 Converter

PVC D40 Waste water out

PP 360° articulated
orientable drain siphon
EN274 50 mm water seal

PVC D40 45° Elbow
ABS D40 connection fitting

Shower waste water in

o 4 Adjustable feet
Rubber o’ring 40mm

PVC D40 connection pipe

ABS Body
Gunmetal Input M1/2" Connector

UK distribution by ZapCarbon Ltd.

For more information, please email: Zypho @ ZapCarbon.com

MG_FTEN0320V1

Alternatively call us on 0845 052 3682 / 07879 69 59 87
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DESCRIPTION
Technical drawing
PROJECT DESIGNER
Zypho iZi Bathtub J. Melico
DATE TOLERANCE SCALE UNITS VERSION
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